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Work Order Tracking (Tr)
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Find Work Order » :Select Action v # F ‘i"j = -

. L4 -t

List [ Work Order Plans © Actuals Activities ' Measurements Axle Configuration Related Records Safety Plan

Work Order: 2724859 {METRO MOW SEMI-ANNUAL SWITCH INSPECTION
Classification: MTA\ METRO
Classification Description: MTA - METRO
Asset: 1246201 METRO MOW SWITCH OC1B CHAIN MARK = 525W+75
Alias: TMW10C1B
Location: METROMOW Malntenance of Ways
Work Location:
Work Type: PM '
Status: WSCH
Status Date: 01/02/17 04:12:32 AM
Reported By: MTACRON
Phone:
Reported Date: 01/02/17 04:12:31 AM
On Behalf Of:

Consist;

Asset Detalls

Year:
Manufacturer:
Model:
Serial #:
Type: FLEET 4 Fleet Assets
Status:-OPERATING Operating

Asset Condition:

Address Information

Service Address: 1206 6301 Wabash Ave Reisterstown Plaza Baltimore
Formatted Address:

Street Address: 6301 Wabash Ave

Multiole Assets.Locations and Cls . B Filter 0-00f0

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=3064&csrftoken=d...

Log

1/4/2017



Switch Inspection Report / Semi-Annual

Mainline _; Yard

Date: /=112

1 Location oC

2 Switch |.D. # 1B

3 Facing Trailing X
Rail Points

4 Pointto Point__§ | 2,
5 Point Condition

YR
6€§oint Thrgyv, nothing less than 4 3/4 inches
N___ Y% R
7 Point Opening
N 2y R
8 Fit
8YR
9 General Condition of the Points
SO®R
Gage
10 Heel of Switch
a) Main Sé X

‘Turnout__ 54 &4 5
11 Gage ahead of Bend__4 { 7%
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches

a) Turnout é l/g
a) Main ({2

Stock Rail

13 Bend
s¥YR

14 Condition
S R

Bolts
15 Loose 0 N/A

16 Missing__ 5 N/A

Rivets (Huck Bolts)

17 Loose___ O N/A

18 Missing__ & N/A

10 Cotter Pins missing_ {/ N/A
bam Nuts Loose (8, N/A

21 Washers ©OK  Broken__ /' Missing_//

Remarks on Page 3
JBW/WEM Mod. 09-15-08

WO # 2724859

Inspection Crew ) ﬁ,.ac,éf Jilip € T WAl jane R, #iue, Kz
' /

22 Standard Joints
@ Y R N/A
23 Switch Plates
&Y R NA
24 Adjustable Braces
&Y R NA
25 Non-Adjustable Braces
&Y R NA
Switch Rods
26 Front Rod
S Y R NA
27 #1 Rod (Basket Rod)
@ Y R N/A
28 #2 Rod
&Y R NA
29 #3 Rod
S Y R NA
30 #4 Rod
S Y REK
31 Closure Rail
S&¥Y R N/A
32 Surface of Switch
S ¥ R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
SR
34 Switch Adjustments
Yes
35 Lubrication
Dry
36 Switch Target / Lamps
Missing N/A
37 Lgtches
OK Broken__ Missing___
38 Locks
OK Broken__ Missing___
39 General Condition
sH R

40 Insulated Joints

&Y R

Page 1 of 3



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainiine I 2 Yard WO # 2724859
\} ,
Date: Inspection Crew: 3. f.c k bvely g 3 i) Jlinns K
1 Location oC Turnout Ties
2 Switch I.D. # 1B 58 Condition
3 Facing Trailing X SR
44 Frog Tread N S&Y R 59 Rail Movement
R @YR S YR
45Frog# % Tie Plates
46 Frog Point Condition 60 Lead
SY R SYR
47 Condition of Frog 61Gurad Rail Flangeway
S/Y R SYR N_2 R 2
48 Surface of Frog Guard Rial Flangeway can not be less 1 1/2"
SR 62 Guard Rail Plates
S YR
49 Throat in Inches 2 63 Frog Plates
50 Flangeway Depth Z SO YR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage 64 Loose Z N/A
51 Main Track___ S b ¥2 65 Missing N/A
Turnout Track___ 4 X4
Gage must not be less than 56" any Class Rivets (Huck)
66 Loose o N/A
Guard Rails _ 3 67 Missing () N/A
53 Guard Rail Gage N__127% R__ 52 %} 68 Nuts Missing A

Guard Rail Gage nust be less than 54 3/8”
54 BacktoBack N__ 50 % R 5Y 7%
Back to Back must be less than 53 1/8"
54 Condition
@') YR
55 Location of Guard Rail (Relation to Point)
AYR
Guard Rail Clamps
56 Main Track
& YR
57 Turnout Track

[§)YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

M~re than 57" to 57 1/4" downgrade to

\ ss2andgetsayY

Remarks on page 3

69 Cotter Pins Missing ¢/ N/A
70 Washers OK Broken__/2~ Missing /

71 Hold Down Devices
(S YR NA
72 Spring Housing
S Y RMNA
73 Derails
S Y R N/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

(fgk Difference

75 Condition of Line thru entire turnout

Zi?\(R



Page 3 of 3
Remarks
‘}witch OC1B WO # 2724859 Date

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by

) 4 // Zbl47/




Work Order Tracking (Tr) Page 1 of 1

yi-d
Work Order Tracking (Tr)
n R N 4 ot 3d
Find Work Order v ~ [Select Action - 7 @& v & oLl
List [ Work Order Plans * Actuals ; Activities Measurements Axle Configuration Related Records :: Safety Plan Log
Work Order:" 2724867 METRO MOW SEMI-ANNUAL SWITCH INSPECTION
Classification: MTA \ METRO
Classification Description: MTA - METRO
Asset:{ 1246740 METRO MOW SWITCH OC3B CHAIN MARK = 532425

Alias: TMW10C3B
Laocatlon:: METROMOW Malntenance of Ways
Work Location:
Work Type: PM )
Status: WSCH
Status Date: 01/02/17 04:12:37 AM
Reported By: MTACRON
Phone:
Reported Date: 01/02/17 04:12:38 AM
On Behalf Of:

Consist:

Asset Details

Year:
Manufacturer:
Model:
Serial #:
Type: FLEET Fleet Assets
Status: OPERATING Operating

Asset Condition:

Address Information

Service Address: 1206 6301 Wabash Ave Reisterstown Plaza Baltimore
Formatted Address:

Street Address: 6301 Wabash Ave

Multiole Assets.Locations and Cls = B Filter 0-00f0

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=3064&csrftoken=d... 1/4/2017



Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline —; Yard

Date: !u 1=-17

1 Location ocC
2 Switch I.D. # 3B
3 Facing X Trailing
Rail Points

4 Point to Point  § ] *%
5 Point Condition
S YR
6 Point Throw, nothing less than 4 3/4 inches
N__ WX R
7 Point OBeDing
N o g
8 Fit
BGYR
9 General Condition of the Points

(ﬁYR
age

10 Heel of Switctk,

a) Main /
‘Turnout_4& 4 7

11 Gage ahead of Bend__ 9 b ’§
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches
a) Turnout ‘,_.-’" My

a) Main___{ %

Stock Rail

13 Bend
SO R

14 Condition
S¥R

Bolts

15 Loose Q N/A
16 Missing__{ N/A

Rivets (Huck Bolts)
17 Loose N/A
18 Missing__{y _ N/A
10 Cotter Pins missing___ 3 N/A
Jam Nuts Loose o N/A o
21 Washers {0l Broken_/ MissingU‘JJ

R

Remarks on Page 3
JBW/WEM Mod. 09-15-08

WO # 2724867

~

5 . . )
InspectionCrew G, ... X povree 73 L*J."’--‘)"“ }(,ﬁ”,g‘_‘,ﬁ-;\e

22 Standard Joints
@ Y R NA
23 Switch Plates
és Y R N/A
24 Adjustable Braces
& Y R NA
25 Non-Adjustable Braces
S® R NA
Switch Rods
26 Front Rod
8 Y R NA
27 #1 Rod (Basket Rod)
&Y R NA
28 #2 Rod
& Y R NA
29 #3 Rod
8 Y R NA
30 #4 Rod
S YR NA
31 Closure Rail
S& R NA
32 Surface of Switch
S& R NA
Using a 62’ cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
S&®R
34 Switch Adjustments
Yes o
35 Lubrication
QK Dry
36 Switch Target / Lamps
Missing N/A
37 Latches
Broken___Missing____
38 Locks
@K Broken___Missing____
39 General Condition
S¥PR
40 Insulated Joints

©YR



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline _ 2 Yard WO # 2724867
Date: I -1/-7 Inspection Crew: 3 [f,-u_u.,fé never O W ane B Rrepose
1 Location ocC Turnout Ties
2 Switch I.D. # 38 58 Condition
3 Facing X  Trailing S®R
44 Frog Tread N S®R 59 Rail Movement
R &§YR S(?P R

45 Frog # Tie Plates
46 Frog Point Condition 60 Lead

S@R Y R
47 Condition of Frog 61Gurad Rail Flangeway

S ¥R YR N_/2 R___2

48 Surface of Frog

SR

49 Throat in Inches X ,‘»_,?,
50 Flangeway Depth | %%
Flangeway Depth must not be less than 1 1/2"

Gage
51 Main Track 56%%

furnout Track__ ¢ /2
Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N_S#?2 R 549 3%
Guard Rail Gage nust be less than 54 3/8"

54 Backto Back N 3

Y224 R__52 3
Back to Back must be less than 53 1/8"

54 Condition
Sf R

55 Location of Guard Rail (Relation to Point)
5YR

Guard Rail Clamps

56 Main Track
g YR

57 Turnout Track

QYR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

P~ ve than 57" to 57 1/4" downgrade to

\ .Ss2andgetsayY

Remarks on page 3

Guard Rial Flangeway can not be less 1 1/2"
62 Guard Rail Plates

(3 YR
63 Frog Plates

S&YR
Bolts )
64 Loose N/A
65 Missing O N/A
Rivets (Huck) ,
66 Loose 0 N/A
67 Missing N/A
68 Nuts Missing i N/A

69 Cotter Pins Missing 0 NIA
70 Washers (OK Broken__L_Missing_**"

71 Hold Down Devices
S Y R NA

72 Spring Housing
S Y RAWA

73 Derails
S Y R®A

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

[OK  Difference

75 Condition of Line thru entire turnout

5 YR




Page 3 of 3
Remarks
Switch 0C3B WO # 2724867 Date

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:

) %/5077




. Work Order Tracking (Tr) Page 1 of 1
\ - Z
Work Order Tracking (Tr)
Find Work Order - > iSelect Action - | # 7 { [—; o &Ll
List [ Work Order Plans Actuals Activities Measurements Axle Conflguration Related Records Safety Plan Log
Work Order: 2724855 METRO MOW SEMI-ANNUAL SWITCH INSPECTION *
Classification: MTA\METRO
Classification Description: MTA - METRO
Asset:! 1246368 METRO MOW SWITCH OC1A CHAIN MARK = 526W+75
Alias: TMW20C1A |
Location: METROMOW Malntenance of Ways
Work Location:
Work Type: PM "
Status: WSCH
Status Date: 01/02/17 04:12:29 AM
Reported By: MTACRON
Phone:
Reported Date: 01/02/17 04:12:29 AM
On Behalf Of:
Consist:
Asset Details
Year:
Manufacturer:
Model: 05
Serial #:
Type: FLEET Fleet Assets
Status: OPERATING Operating

Asset Condition:

Address Information

Service Address: 1206

6301 Wabash Ave Reisterstown Plaza Baltimore

Formatted Address:
Street Address: 6301 Wabash Ave
Multiole Assets.Locations and Cls - B Filter 0-00f0

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=3064 &csrftoken=d... 1/4/2017



Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline 1 m Yard WO # 2724855
]
Date: |- 1)1 7 Inspection Crew T Sk mec o Dbt [/ issnsy K N IR
1 Location ocC 22 Standard Joints
2 Switch 1.D. # 1A (8 YR NA
3 Facing X Trailing 23 Switch Plates
{8 Y R NA
Rail Points 24 Adjustable Braces
4 Pointto Point S 1 4 8 Y R NA
5 Point Condition 25 Non-Adjustable Braces
S YR & Y R NA
6 Point Throw, nothing less than 4 3/4 inches Switch Rods
N i yg R 26 Front Rod
7 Point Opening (3 Y R NA
N__H R 27 #1 Rod (Basket Rod)
8 Fit & Y R NA
S8YR 28 #2 Rod
9 General Condition of the Points 8 Y R NA
YR 29 #3 Rod
Gage S Y R NA
10 Heel of Switch 30 #4 Rod
a) Main__ 5 6 % S Y RAVA
! Turnout_ 5 & 31 Closure Rail
11 Gage ahead of Bend__& /. 7, /S Y R NA
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" (Sj Y R N/A

12 Heel Spread in Inches
a) Turnout__& 7
a) Main___£ 7%

Stock Rail
13 Bend

S¢Y R
14 Condition

s R
Bolts
15 Loose___ b N/A
16 Missing__p»  N/A
Rivets (Huck Bolts)
17 Loose 0 N/A
18 Missing f) N/A

11 Cotter Pins missing__ {~ N/A
JJam Nuts Loose D N/A

21 Washers(@( Broken_J; Missing_{

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
& YR
34 Switch Adjustments
Yes
35 Lubrication
QX Dry
36 Switch Target / Lamps
OK Missing____ <KJa/
37 Latches
Broken Missing_<"
38 Locks
Brokeng) Missingg
39 General Condition
v R
40 Insulated Joints
Y R



Frog Inspection Report / Semi-Annual

Mainline 1 n Yard WO # 2724855
)
Date: Inspection Crew: ) [, .4 heyle g Whibarms K foasrgte
1 Location ocC Turnout Ties
2 Switch |.D. # 1A 58 Condition
3 Facing X Trailing s& R
44 Frog Tread N S¥ R 59 Rail Movement
R $YR FYR
45 Frog # Tie Plates
46 Frog Point Condition 60 Lead
S®R YR
47 Condition of Frog 61Gurad Rail Flangeway
SQ R BYR N_2 R_2
48 Surface of Frog Guard Rial Flangeway can not be less 1 1/2"
YR 62 Guard Rail Plates
& YR
49 Throat in Inches 2 63 Frog Plates
50 Flangeway Depth 2 B8 YR
Flangeway Depth must not be less than 1 1/2"
Bolts ,
Gage 64 Loose d N/A
&1 Main Track 56 “2 65 Missing Iy N/A
Turnout Track___3(, >
Gage must not be less than 56" any Class Rivets (Huck)
66 Loose 0O N/A
Guard Rails 67 Missing d N/A
53GuardRailGage N_S% % R _§H% 68 Nuts Missing ] N/A

Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N__$2 % R___ 52
Back to Back must be less than 53 1/8"

54 Condition
s YR
55 Location of Guard Rail (Relation to Point)
8YR
Guard Rail Clamps
56@/Iain Track
® YR
57 Turnout Track
&8 YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

" re than 57" to 57 1/4" downgrade to
v.ass2andgetsa Y

Remarks on page 3

69 Cotter Pins Missing 4] N/A
70 Washers 0K Broken__/ _Missing/)

71 l—lold Down Devices
@ Y R N/A
72 Spring Housing
SY R NA
73 Derails
SY R@A’

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

OK  Difference

75§ondition of Line thru entire turnout
‘§ YR

Page 2 of 3



Remarks
Switch 0C1A WO # 2724885 Date

Page 3 of 3

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:
) —

zo- 7 F




Work Order Tracking (Tr)

Work Order Tracking (Tr}

27
Find Work Order

Q-
List l Work Order] Plans

Actuals Activities

Work Order: 2724871
Classification: MTA\METRO
Classification Description: MTA - METRO

Asset:!1297285

Alias: TMW20C5A
Location:: METROMOW
Work Location:
Work Type: PM

Status:. WSCH

v iSelect Action

Measurements

Page 1 of 1

M - Y e

Axle Configuration Related Records Safety Plan

METRO MOW SEMI-ANNUAL SWITCH INSPECTION

METRO MOW SWITCH OCB5A CHAIN MARK = 532W+25

-Maintenance of Ways

Status Date: 01/02/17 04:12:39 AM

Reported By: MTACRON

Phone:

Reported Date: 01/02/17 04:12:38 AM

On Behalf Of:
Consist:
Asset Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET ¢ Fleet Assets
Status: OPERATING Operating

Asset Condition:

Address Information

Service Address: 1206
Formatted Address:

Street Address: 6301 Wabash Ave

Multinle Assets.Locations and Cls - B Fiiter

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=3064&csrftoken=d... 1/4/2017

6301 Wabash Ave Reisterstown Plaza Baltimore

0-00f0



Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline I 2 Yard
)

Date: J -1 - 17

1 Location oC

2 Switch |.D. # 5A

3 Facing Trailing X
Rail Points

4 Pointto Point Y ) 2%
5 Point Condition

S YR
6 Point Throw, nothing less than 4 3/4 inches

N D2 R
7 Point Opening
N £} 5/,?{ R
8 Fit
SYR
9 General Condition of the Points
8§ YR

Gage
10 Heel of Switph

a)Main_5 ¢ 79
Turnout 5 § 7% ;

11 Gage ahead of Bend_54 %
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches
a) Turnout__ & ¥

a) Main__(; “%

Stock Rail
13 Bend
S YR
14 Condition
(§ Y R
Bolts
15 Loose__ €F  N/A

16 Missing__ ¢} N/A

Rivets (Huck Bolts)
17 Loose___ J N/A

18 Missing___¢i N/A
1@ Cotter Pins missing g N/A
Jam Nuts Loose o N/A

21 Washers {0K  Broken_@ _Missing’

Remarks on Page 3
JBW/WEM Mod. 09-15-08

WO # 2724871

2 )

InspeCtion Crew 3 . ﬁ'lﬁ_’. /'r\' P ‘fﬂy‘ J- WI é;’ iy I'\ WA n:;-',t‘ gee

22 Standard Joints
& Y R NA
23 Switch Plates
& Y R NA
24 Adjustable Braces
& YR NA
25 Non-Adjustable Braces
§ YR NA
Switch Rods
26 Front Rod
S Y R NA
27 #1 Rod (Basket Rod)
@& Y R NA
28 #2 Rod
B Y R NA
29 #3 Rod
S Y RGYA
30 #4 Rod
S Y R €A
31 Closure Rail
8 Y R NA
32 Surface of Switch
& YR NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to11/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
3 YR
34 Switch Adjustments
Yes /o
35 Lubrication
Dry
36 Switch Target / Lamps
Missing N/A
37 Latches
OK Broken___ Missing___
38 Locks
fgﬁ( Broken___Missing___
39 General Condition
S YR
40 Insulated Joints
&YR



Frog Inspection Report / Semi-Annual

Mainline _ 2 Yard WO # 2724871
Date: /=417 Inspection Crew: ,6,-¢,,-’< aiglr U W klans £ Eon yosr
1 Location oC Turnout Ties
2 Switch I.D. # 5A 58 Condition
3 Facing Trailing X S YR
44 Frog Tread N S®R 59 Rail Movement
R YR S YR
45Frog#__ & Tie Plates
46 Frog Point Condition 60 Lead
8 YR B YR
47 Condition of Frog 61Gurad Rail Flangeway
3 YR BAYR N_4 R_2Z
48 Surface of Frog Guard Rial Flangeway can not be less 1 1/2"
:’/é/ Y R 62 Guard Rail Plates
" 8 YR
49 Throat in Inches 2 ¥ 63 Frog Plates
50 Flangeway Depth 9 § YR
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage 64 Loose a N/A
51 Main Track 567 65 Missing N/A
"urnout Track___ 577
Gage must not be less than 56" any Class Rivets (Huck)
66 Loose 2 N/A
Guard Rails _ r 67 Missing 9, N/A
53 Guard Rail Gage N__ 5 Y/ YR _SE5% 68 Nuts Missing d N/A

Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N___ 527, R__<3 %y
Back to Back must be less than 53 1/8"

54 Condition
B YR

55 Location of Guard Rail (Relation to Point)
B8 YR

Guard Rail Clamps

56 Main Track
S YR

57 Turnout Track

@YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

P*-ve than 57" to 57 1/4" downgrade to
v 1§s 2andgetsayY

Remarks on page 3

69 Cotter Pins Missing o N/A
70 Washers ;OR Broken_<Z__Missing<”

71 Hold Down Devices
&Y R NA

72 Spring Housing
S Y R{IWA

73 Derails
S Y R/NA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

(OK Difference

75 Condition of Line thru entire turnout
& YR

Page 2 of 3



Page 3 of 3
Remarks
'ﬁwitch OC5A WO # 2724871 Date

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:
,
Y
Ca



. Work Order Tracking (Tr) Page 1 of 1

Work Order Tracking (Tr) 7- “

— A J da ‘
Find Work Order Qv v i Select Action - # S @& i &

v -

L|st I Work Order I Plans ‘@ Actuals Activities Measurements . Axle Configuration = Related Records © SafetyPlan | Log

Work Order: 2724863 IMETRO MOW SEMI-ANNUAL SWITCH INSPECTION
Classification: MTA \METRO »
Classification Description: MTA - METRO
Asset:1 1246711 METRO MOW SWITCH OC3A CHAIN MARK = 532W+25
Alias: TMW20C3A
Location: METROMOW Maintenance of Ways
Work Locatlon:
Work Type: PM !
Status:"WSCH
Status Date: 01/02/17 04:12:34 AM
Reported By: MTACRON
Phone:
Reported Date: 01/02/17 04:12:34 AM
On Behalf Of.

Consist:

Asset Details

Year:
Manufacturer:
Model:
Serial #.
Type: FLEET ‘. Fleet Assets
Status: OPERATING Operating

Asset Condition:

Address Information

Service Address: 1206 6301 Wabash Ave Reisterstown Plaza Baitimore
Formatted Address:

Street Address: 6301 Wabash Ave

Multiole Assets.Locations and Cls B Filter 0-00of0

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=3064&csrftoken=d... 1/4/2017



Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline 1 _ Yard
Date: /=1i-17

1 Location (o]

2 Switch I.D. # 3A

3 Facing Trailing X
Rail Points

4 Point to Point & 1 4%,
5 Point Condition
OYR
6 Point Throw, nothing less than 4 3/4 inches
N H 2% R
7 Point Opening
N 4% R
8 Fit
BYR

9 General Condition of the Points

é§YR
age

10 Heel of Switch
a)Main__S&7%2
‘Turnout RS
11 Gage ahead of Bend__ 5 )
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout__ Ao J’L,,?
a) Main___ 3 % 23

Stock Rail
13 Bend
YR
14 Condition
@ Y R

Bolts
15Loose ¢ N/A

16 Missing__ {7 N/A

Rivets (Huck Bolts)
17 Loose__ O N/A
18 Missing__ 2 N/A
10 Cotter Pins missing__ & N/A
Jam Nuts Loose I N/A L,
21 Washers OK  Broken__{ _Missing_“

Remarks on Page 3
JBW/WEM Mod. 09-15-08

WO # 2724863

Inspection Crew jﬁ,&,&k@ww S aan B Eirrose
x $

22 Standard Joints
@& Y R N/A
23 Switch Plates
Y R NA
24 Adjustable Braces
S Y R NA
25 Non-Adjustable Braces
Y R NA
Switch Rods
26 Front Rod
S YR NA
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
@ Y R N/A
29 #3 Rod
8 YR NA
30#4 Rod
S Y R N/A
31 Closure Rail
B3 Y R NA
32 Surface of Switch
[SYRNA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
Y R
34 Switch Adjustments
Yes o
35 Lubrication
OK Dry
36 Switch Target / Lamps
6K Missing KA
37 Latches
OK Broken_{] Missingl/
38 Locks
{OK Broken_.» Missings
39 General Condition
& YR
40 Insulated Joints
('Y R



Frog Inspection Report / Semi-Annual

Mainline J Yard

)

Date: |~ )7 Inspection Crew:

WO # 2724863

1 Location 0ocC
2 Switch I.D. # 3A
3 Facing Trailin X
44 Frog Tread N S R
R YR
45Frog# __ &
46 Frog Point Condition
& YR
47 Condition of Frog
(YR
48 Surface of Frog

(§ YR
49 Throat in Inches 2 /]f{

50 Flangeway Depth [ 2%y
Flangeway Depth must not be less than 1 1/2"

Gage ,
51 Main Track <{f; i
Turnout Track__ &4 o
Gage must not be less than 56" any Class

Guard Rails
53 Guard RailGage N__549% R__ 9%
Guard Rail Gage nust be Iess than 54 3/8".
54 BacktoBack N__$2% R 52 “jﬁg
Back to Back must be less than 53 1/8"
54 Condition
BYR
55 Location of Guard Rail (Relation to Point)
B YR
Guard Rail Clamps
56 Main Track
{8 YR
57 Turnout Track
/8 YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

P” ~re than 57" to 57 1/4” downgrade to
L ,£s 2andgetsaY

Remarks on page 3

4]
J« £) m.ipf’h.x--t; P

- P y _
S . Whil,mae O RingKoge

Turnout Ties

58 Condition

BYR

59 Rail Movement
3 YR
Tie Plates
60 Lead
& YR
61Gurad Rail Flangeway
&YR N_2 R_%
Guard Rial Flangeway can not be less 1 1/2"
62 Guard Rail Plates

@ YR

63 /Frog Plates
&Y R

Bolts
64 Loose a9 N/A
65 Missing % N/A
Rivets (Huck) )
66 Loose d N/A
67 Missing O N/A
68 Nuts Missing g N/A

69 Cotter Pins Missing & NIA
70 Washers K Broken___ & " Missing_¢~ &

71 Hold Down Devices
Y R NA

72 Spring Housing
S Y R<N/A

73 Derails

S Y RAN/A

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

Difference

75 Condition of Line thru entire turnout
8 YR

Page 2 of 3



Page 3 of 3
Remarks
yvitch OC3A WO # 2724863 Date

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by: =
’ v




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order - -

List | WorkOrder | Plans  Actuals  Acivities
I

Work Order: 2734886
Classification: MTA \METRO
Classiflcation Description: MTA - METRO
Asset:|1243449
Alias:: OM5A
Locatlon: METROMOW
Work Locatlon:
Work Type: PM
Status: WSCH

Select Action

Measurements

Page 1 of 1

7'_ 77
-8 e %
Axle Configuration Related Records Safety Plan

METRO MOW SEMI-ANNUAL SWITCH INSPECTION

METRO MOW SWITCH OMS5A CHAIN MARK =

Malntenance of Ways

Status Date: 01/10/17 04:17:40 AM

Reported By: MTACRON

Phone:

Reported Date: 01/10/17 04:17:40 AM

On Behalf Of:
Consist:
Asset Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET Fleet Assets
Status: OPERATING Operating

Asset Condition:

Address Information

Service Address: 1206
Formatted Address:

Street Address: 6301 Wabash Ave

Multinle Assets.Locations and Cls © |» Fiiter

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=878&csrftoken=e... 1/12/2017

6301 Wabash Ave Reisterstown Plaza Baitimore

0-00f0

Log



Switch Inspection Report / Semi-Annual

Mainline [ 2 Yard WO # 2734886
Date: 1= 1317 Inspection Crew |, [eoe  pever J LA Llran 1‘/’ Lrng Lot
1 Location oM 22 Standard Joints
2 Switch |.D. # 5A SY R NA
3 Facing Trailing X 23 Switch Plates
SY R NA
Rail Points . 24 Adjustable Braces
4 Point to Point S 2 A S YR NA
5 Point Condition 25 Non-Adjustable Braces
S®R SYRNA
6 Point Throw, nothing less than 4 3/4 inches Switch Rods
N R 4 26 Front Rod
7 Point Opening e §Y R NA
N R 9% 27 #1 Rod (Basket Rod)
8/Fit & Y R NA
SYR 28 #2 Rod
9 General Condition of the Points @ Y R N/A
B YR 29 #3 Rod
Gage S Y R &lA
10 Heel of Switch 30 #4 Rod
a)Main__ % 7 S Y RelNA
Turnout__ % 31 Closure Rail
11 Gage ahead of Bend__¥§ 2 &Y R NA
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" &Y R NA

12 Heel Spread in Inches

o1
a) Turnout__ 1§
a) Main

Stock Rail

13 Bend
§vyR

14 Condition

BYR

Bolts »
15 Loose U N/A
16 Missing__ ) N/A

Rivets (Huck Bolts)

17 Loose___ O N/A

18 Missing O N/A

19 Cotter Pins missing__ L/ N/A
Jam Nuts Loose g N/A

21 Washers OK'  Broken_{) _Missing/

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
SYR
34 Switch Adjustments
Yes
35 Lubrication
{Cjﬁ Dry
36 Switch Target / Lamps
Missing__ &7 N/A
37 Latches )
Broken_g Missing & _
38 Locks Q
©OK Broken_{/ Missing 0
39 General Condition
SY R
40 Insulated Joints

-

[9YR

Page 1 of 3



Frog Inspection Report / Semi-Annual

Mainline N 2 Yard WO # 2734886
)
Date: | =13~ 17 Inspection Crew: -« éa’\:f s pityer J bhiilione X Fiaprage
1 Location oM Turnout Ties
2 Switch I.D. # S5A 58 Condition
3 Facing Trailing X S®R
44 Frog Tread N SYR 59 Rail Movement
R SYR SPR
45 Frog # Q Tie Plates
46 Frog Point Condition 60 Lead
B YR @ YR
47 Condition of Frog 61Gurad Rail Flangeway
8YR SYR N_— R__~
48 Surface of Frog Guard Rial Flangeway can not be less 1 1/2"
SY R 62 Guard Rail Plates
= SYR
49 Throat in Inches L % 63 Frog Plates
50 Flangeway Depth 2 é Y R
Flangeway Depth must not be less than 1 1/2"
Bolts
Gage =e 64 Loose {J N/A
51 Main Track A4 % 65 Missing 4 N/A
Turnout Track 52 26
Gage must not be less than 56" any Class Rivets (Huck)
66 Loose ) N/A
Guard Rails 67 Missing D N/A
53 Guard Rail Gage N - R o 68 Nuts Missing & N/A
Guard Rail Gage nust be less than 54 3/8" 69 Cotter Pins Missing ! N/A

54 Back to Back N e R *
Back to Back must be less than 53 1/8"
54 Condition
SYR

55 Location of Guard Rail (Relation to Point)
SYR

Guard Rail Clamps

56 Main Track
SYR

57 Turnout Track
SYR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

P ~re than 57" to 57 1/4" downgrade to
. .ss2andgetsayY

Remarks on page 3

70 Washers @K'’ Broken__/' Missing_g;

71 Hold Down Devices
/S Y RNA
72 Spring Housing
S Y RKA
73 Derails

S Y REA

74 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50' beyond last long tie
OK~  Difference &

75 Condition of Line thru entire turnout

SYR

Page 2 of 3



Page 3 of 3
Remarks
}Switch OM 5A WO # 2734886 Date

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by: _

: %i%//

=




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order -

List Work Order Plans : Actuals

Work Order:- 2734907

Classification

Classification Description

Asset 1243451
Alias:

Location:

Activities

« :Select Action -

Measurements Axle Configuration

: MTAAMETRO
: MTA - METRO

OM7A

METROMOW Maintenance of Ways

Work Location:

-Work Type:
Status:
Status Date:

Reported By:

PM '
WSCH
01/10/17 04:17:58 AM

MTACRON

Phone:

Reported Date:

01/10/17 04:17:58 AM

On Behalf Of:
Consist:
Asset Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET !

Status::OPERATING

Asset Condition:

Address Information

Service Address: 1206 63
Formatted Address:

Street Address: 6301 Wabash Ave

Multinle Assets.Locations and Cls - B Fiiter

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=878&csrftoken=e...

Fleet Assets

Operating

01 Wabash Ave Reisterstown Plaza Baltimore

0-00f0

Related Records

Page 1 of 1

Safety Plan . Log

'METRO MOW SEMI-ANNUAL SWITCH INSPECTION

»

METRO MOW SWITCH OM7A CHAIN MARK =

1/12/2017



Switch Inspection Report / Semi-Annual Page 1 of 3

Mainline 1 “ Yard WO # 2734907
Date: ,f - )37 “/ ~—  Inspection Crew \j ﬁ‘if;,;,;j;i 2ie iy \)/ M /’ A /f@ rﬂuﬁj.- At Fod S
1 Location oM 22 Standard Joints
2 Switch I1.D. # 7A S YR NA
3 Facing X Trailing 23 Switch Plates
S YR NA
Rail Points 24 Adjustable Braces
4 Point to Point +3" # S Y R NA
5 Point Condition 25 Non-Adjustable Braces
SYR S Y R NA
6 Point Throw, nothing less than 4 3/4 inches Switch Rods
N__ 374 R 26 Front Rod
7 Point Opgning (S¥ R N/A
N__Y 7 R 27 #1 Rod (Basket Rod)
8 Fit R N/A
(YR 28 #2 Rod
9 General Condition of the Points (S Y R NA
SR 29 #3 Rod
Gage { SHY R N/A
10 Heel of Switch 30 #4 Rod
a) Main_~ &, 4 SY R NA
) Turnout_S 4 ¥y 31 Closure Rail
11 Gage ahead of Bend_35_ ] = &Y R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" S Y R NA

12 Heel Spread in Inches
a) Turnout_& 7
a) Main_4 7%
Stock Rail
13 Bend
SYR
14 Condition
SYR

Bolts
15 Loose N/A
16 Missing N/A

Rivets (Huck Bolts)

17 Loose N/A

18 Missing N/A

10Q Cotter Pins missing N/A
Uam Nuts Loose N/A

21 Washers OK  Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Biock ties
SYR
34 Switch Adjustments
Yes No
35 Lubrication
OK Dry
36 Switch Target / Lamps
OK Missing N/A
37 Latches
OK Broken___ Missing____
38 Locks
OK Broken__ Missing____
39 General Condition
SYR
40 Insulated Joints
SYR



Frog Inspection Report / Semi-Annual

Page 2 of 3

Mainline 1 — Yard WO # 2734907
\} ' ] 3 N
Date: / ~ 13177 Inspection Crew: T /ﬂ,c‘,{ M sy & 3 LEo B0 ¢ /p ﬁ’ Al g6 P
1 Location oM Turnout Ties
2 Switch |.D. # 7A 58 Condition
3 Facing X___ Trailing S¥R
44FrogTread N (S)Y R 59 Rail Movement
R @®YR SYR
45 Frog# __ > Tie Plates
46 Frog Point Condition 60 Lead
S-Y R S YR
47 Condition of Frog 61Gurad Rail Flangeway
SYR SYR N_~- R_™
48 Surface of Frog Guard Rial Flangeway can not be less 1 1/2"
Y R 62 Guard Rail Plates

!
49 Throat in Inches Z— /,-
50 Flangeway Depth / 7“;-
Flangeway Depth must not be less than 1 1/2"

Gage )
51 Main Track 2%
Turnout Track__5" 7 "2
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N - R h
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N ~— R
Back to Back must be less than 53 1/8"
54 Co\ndition
SYR

55 Location of Guard Rail (Relation to Point)
SYR

Guard Rail Clamps

SQ/Iam Track
SYR

57 Turnout Track
SYR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

P*~re than 57" to 57 1/4" downgrade to
. Jss2andgetsaY

Remarks on page 3

SYR

63 Frog Plates

SYR
Bolts
64 Loose % N/A
65 Missing O N/A
Rivets (Huck)
66 Loose N/A
67 Missing 2 N/A
68 Nuts Missing ) N/A

69 Cotter Pins Missing & N/A
70 Washers OK Broken__.» Missing_&”

71 Hold Down Devices
S Y R NA

72 Spring Housing
SYR( N!A’

73 Deralls _
S Y R'NA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie
@K Difference

75 Condition of Line thru entire turnout
S’ Y R

\S..-/



Page 3 of 3
Remarks
$witch OM 7A WO # 2734907 Date

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service

)




